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WELD 321
WELD ANTI-SPATTER AGENT, 
FOR METALLIC SHEETS AND NOZZLES

DESCRIPTION 

Prevents spatters adhesion and protects nozzles and welded parts.
Is appropriate for all wire diameters, even at high intensity.
Does not stain, odourless.
Does not oxidize metallic parts.
Free from silicon, metallic particles and graphite.
Compared to the products on the market, it has a long-term
effectiveness, which allows less frequent treatments on nozzle.
This anti-spatter agent is usable on vertical or horizontal surfaces,
and is suitable for all methods of braze welding, welding, arc
welding, even in automatic, with consumable electrode (MIG and
MAG), under CO2, argon, ATAL or mixtures.
It does not generate cracking.
It can be easily removed with solvents, after application on metallic
sheets or parts.
It ensures an anti-corrosive and antioxydant protection of the parts.
Apply either on cold or preheated nozzles, apply on metallic sheets
or parts, without excess. Let evaporate solvents a few moments
before carrying out welding. Be sure there is no residual traces of
WELD 321 before post-welding treatments.

FIELDS OF USE

� Protection of metallic sheets, on all natures, against the
projection of chips and corrosion.

� Protection of nozzles of all intensities and all diameters of wire.
� Mechanical engineering.
� Electro-welded material.
� Electric motors.
� Shipbuilding.
� Railway construction.
� Automotive engineering.
� Manufacture of welded rolled nozzles.
� Manufacture of machines.

PRESENTATION
Article code : 100587 - 650 ml spray can - 12 units per box
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The information appearing in this document is based on the current state of our knowledge relative to the product concerned in
all honesty. The characteristics indicated can in no way be construed as sales specifications. Besides, the users' attention is
drawn to the possible risks incurred when a product is used for purposes other than those for which it was designed. At the
same time, the customer undertakes to fully accept our general terms and conditions regarding supply contracts, and more
particularly the guarantee and the restrictive and no-liability clause. This document covers commercial and industrial secrets
which are the property of MMCC SA and thus, constituting an asset, shall not be disclosed to third parties under the French act
of July 11, 1979.
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WELD 321
WELD ANTI-SPATTER AGENT, 
FOR METALLIC SHEETS AND NOZZLES

CHEMICAL AND PHYSICAL PROPERTIES

PROPERTY METHOD VALUE UNIT

Acidity ASTM D 847 0 % mass
Aspect Visual Limpid
Colour Intern CQ 016 Clear yellow
Elastomer inflation 168 hrs at 70°C FTM 791 0 %
Hydrosolubility 0 %
Dry extract NF T 30 084 6 %
Sulphated ashes NF T 60 144 0 % mass
Copper corrosion, 24 hrs at 100°C ASTM D 4048 1b quotation
Physical aspect Visual Fluid
Kinematic viscosity with 40°C NF T 60 100 4 mm²/s-1

Impurities > at 25 microns FTMS 791/3005 0 nb/ml
Impurities > at 75 microns FTMS 791/3005 0 nb/ml
Impurities > at 125 microns FTMS 791/3005 0 nb/ml
Density at 25°C NF EN ISO 12 185 761 kg/m3

Nature of the oil Synthetic
Odour Olfactif Sans
Freezing point ASTM D 97 - 40 °C
Flash point, closed cup ISO 2719 62 °C
Auto-ignition point > 250 °C
Aromatics content NF M 07 024 0 %v/v
Benzen content ASTM D 4367 0 ppm
Sulphur content GCMS, ASTM D 1744 0 ppm


