
T E C H N I C A L  D A T A  S H E E T

RUST PROTECT BS 1000 
ANTICORROSION PROTECTIVE,

LONG DURATION

DESCRIPTION 

Thin film protective, waxy, included in ISO RIO classification.

Most of the time, it is not necessary to remove this film that

presents lubricant properties. A post lubrication can be realised

without removal during assembly operations or mechanisms

starting period when a greasing is needed. However, the user

could easily use a classic solvent to protect aspect pieces if a

removal is needed.

This product must be used on pieces that are not highly

contaminated, with degreasing if necessary. The substrates must

be dry or without important moisture traces.

Stable product, weakly smelling.

Applicable on vertical surfaces.

Easily shown during the application, either manual or by spray.

No photo reactivity.

No irritating product.

Very low surface tension.

Low vapour pression at maximum temperature of use.

Applicable on all metals.

Compatible with most of plastics and elastomers.

RUST PROTECT® BS 1000 is used for all anticorrosion protection with long duration.

USE FIELDS

a Press tools.

a Plastic injection molds.

a Glass molds.

a Prototypes.

a Pieces for precision mechanic.

a Spray webbing operations.

a General maintenance.

a Navy utilisation.

a Machine construction.

a Pieces with less accessibility.

Z.I. LA MASSANE - F 13210 ST-RÉMY DE PCE - TÉL : 04 90 92 74 70 - FAX : 04 90 92 32 32

The information appearing in this document is based on the current state of our knowledge relative to the product concerned
in all honesty. The characteristics indicated can in no way be construed as sales specifications. Besides, the users' attention
is drawn to the possible risks incurred when a product is used for purposes other than those for which it was designed. At the
same time, the customer undertakes to fully accept our general terms and conditions regarding supply contracts, and more
particularly the guarantee and the restrictive and no-liability clause. This document covers commercial and industrial secrets
which are the property of MMCC SA and thus, constituting an asset, shall not be disclosed to third parties under the French
act of July 11, 1979.

PRÉSENTATION

Product code : 100550 - 5L bottle

Product code : 100549 - 25L kg
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RUST PROTECT BS 1000 
ANTICORROSION PROTECTIVE,

LONG DURATION

PHYSICAL AND CHEMICAL CHARACTERISTICS

CHARACTERISTICS STANDARD VALUES UNITS
Acidity ASTM D 847 0 % weight

Aspect Visual Waxy

Colour Internal CQ 016 Beige

Sulphated ashes NF T 60 144 0 % weight

Copper lame corrosion, 24 h at 100°C ASTM D 4048 1a quotation

Vapour density at 1013 KPa for air = 1 1.6

Hydrosolubility 0 ppm

Physical state Visual Liquid

Cinematic viscosity at 40°C NF T 60 100 40 mm²/s

ODP Ozone Depleting Potential 0 Factor

Density at 20°C NF EN ISO 12 A85 795 kg/m3

Oil nature Synthetic

Odor Olfactive Strong

Flash point ISO 2719 none °C

Temperature of use -10 +40 °C

Aniline point NF M 07 201 75 °C

Polymerization time at 25°C 2 hours

Anticorrosion protection (saline fog test) NFX 41002 1056 hours

Rust degree after 120 h ISO 4628/3 0 quotation

Rust degree after 240 h ISO 4628/3 0 quotation

Rust degree after 300h ISO 4628/3 1 quotation

Rust degree after 1056h ISO 4628/3 5 quotation

Aromatics content NF M 07 024 0 % v/v

Benzene content ASTM D 4367 0 ppm

Thickness of wet film 20 µ

Thickness of dry film 7 µ

RECOMMANDATIONS

This product is equated to a cold surface treatment. The user will spray on degreased surface, without

oxidation traces. Oil and spot traces should be removed by solvent washing. Shake before use until the

ball moves.

Spray 15 cm far from the surface.

Do not clean after use.


