
T E C H N I C A L D A T A S H E E T

DEXCEL PRINT 20.22
CLEANING AGENT, FOR THE REMOVAL OF HEATSET INKS

ON OFFSET WEB-FED MACHINE AND SHEET OFFSET PRINTING MACHINE

WITHOUT HYDROCARBONS, WITHOUT VOC.

CAN BE USED IN MANUAL AND AUTOMATIC CLEANING

FORMULA FREE FROM SOLVANT, FREE FROM VOC
DEXCEL PRINT 20.22 is not concerned by the directive 1999/13/EC on the limitation of emissions of VOC. Moreover, it

does not need any special medical control. It is not concerned by the French table n°84 of work-related illness, on

account of the absence of solvents.

FORMULA FREE FROM HYDROCARBON, 100% BIODEGRADABLE
DEXCEL PRINT 20.22 is rapidly and entirely biodegradable. It protects the environment in case of accidental release, as

well as the people living in the narrow. In France, it does not need to ask authorities any authorization or declaration.

(French decree 2002-680).

FORMULA IMPROVING THE SAFETY
Non flammable : no need to classify the place where DEXCEL PRINT 20.22 is handled in ATEX zone. (directive

1999/92/CE).

FORMULA IMPROVING THE HEALTH
DEXCEL PRINT does not contain solvent ; and does not release vapour. It is nearly odourless, and is very pleasant to use.

Moreover, it is non irritating and non sensitising, and has a very poor drying effect on skin. This preparation does not

contain any substance classified as explosive, oxidizing, highly flammable, extremely flammable, flammable, toxic,

cancirogenic, mutagenic, toxic to reproduction, corrosive, harmful, irritant, dangerous for the environment (directive

67/548/EC and its ATPS).

COMPATIBLE WITH PRINTING MACHINE MATERIALS AND WEB-FED MACHINES
DEXCEL PRINT 20.22 does not contain solvents or hydrocarbons which are aggressive towards elastomers, blankets and

rollers. It does not affect paintaings normally reticulated and may be used in emulsion for the cleaning of pressbodies.

ECONOMICAL
DEXCEL PRINT 20.22 is used with water : low concentrations (from 25% of product) are extremely efficient, whatever

ink colors are, even in case of strong dirts. Optimum concentration is so about twice as weak as a classical solvent used

pure (hydrocarbon) or in emulsion at 50 %.

Z.I. LA MASSANE - F 13210 ST-RÉMY DE PCE - TÉL : 04 90 92 74 70 - FAX : 04 90 92 32 32
The information appearing in this document is based on the current state of our knowledge relative to the product concerned
in all honesty. The characteristics indicated can in no way be construed as sales specifications. Besides, the users' attention
is drawn to the possible risks incurred when a product is used for purposes other than those for which it was designed. At the
same time, the customer undertakes to fully accept our general terms and conditions regarding supply contracts, and more
particularly the guarantee and the restrictive and no-liability clause. This document covers commercial and industrial secrets
which are the property of MMCC SA and thus, constituting an asset, shall not be disclosed to third parties under the French
act of July 11, 1979.

DESCRIPTION

DEXCEL PRINT 20.22 is a biotechnologic fluid

which has been specifically made for the

removal of heatset inks used in offset web-fed

machine and sheet offset printing machine.

DEXCEL PRINT 20.22 is convenient for the

cleaning of inking rollers and blankets. It is

used with rag, in emulsion at 25-30% in water.

It also adapted to automac cleaning

installations.

DEXCEL PRINT 20.22 exactly meets the

requirements of production and maintenance

managers, in terms of performance, lack of

toxicity, environment, and safety.
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PHYSICAL AND CHEMICAL PROPERTIES

PROPERTIES VALUES UNIT

Aspect Clear
Colour *
Odour Light
Density at 25°C 887 Kg/m3

Flash point (closed cup) > 160 °C
Auto-ignition temperature > 300 °C
Cloud point 1 °C
LowerExplosion limit None % (v/v)
Upper Explosion limit None % (v/v)
VOC content (volatile organic compounds) 0.0 % (w/w)
Solvents content 0 % (w/w)
Hydrocarbons content 0 % (w/w)
Aromatics content 0 % (w/w)
Benzene content 0 ppm
Chlorine content 0 ppm
Sulphur content 0 ppm

WAY OF USE
a Manual cleaning of blankets, inking rollers and cylinders :

After pullings of a few thousands of sheets or pullings of several tens of thousands of specimens,DEXCEL PRINT 20.22 eliminates inks

perfectly when it is used in emulsion with 25% in water. It unsticks and dissolves the inks trapped in porosities of blankets and rollers.

Add approximately 3/4 of water to 1/4 of DEXCEL PRINT 20.22(proportions in volume or weight).

Agitate the mixture  to form a white emulsion.

The mixture will be more easily carried out by pouring water in the product. 

A good agitation increases the duration of the emulsion stability.

Soak a rag with emulsified DEXCEL PRINT 20.22 mixture.

Apply the rag to the blancket or the roller, let act a few seconds and wipe with the same rag.

Wipe with a dry rag to withdraw the emulsion surplus and ink.

a Cleaning of blankets and rollers in automatic system :
DEXCEL PRINT 20.22 can be used in automatic cleaning system. Its cleaning capacity and its viscosity are very well adapted to this

mode of cleaning (application of the product by pulverization on paper, brushing, lingette). DEXCEL PRINT 20.22 is easily rinsed with

water: it is perfectly appropriate for automatic systems of water rinsing in last stage.

a Cleaning of blankets and rotatives of web-fed machine and workshops :

Thanks to its excellent cleaning capacity, DEXCEL PRINT 20.22 is also used diluted, with the rag, for these operations. In mixture

with 25% in water, drying will be fast and consumption reduced. In the case of cluster of dried inks, apply the mixture to 25% in

several passages by soaking the rag at each passage. It is possible to let act the emulsion. 

The tough stains can be eliminated with DEXCEL PRINT 20.22 pure. DEXCEL PRINT 20.22 is compatible with normally reticulated

paintings and in good condition. It is however preferable to avoid prolonged contact during several hours with painted surfaces, by

wiping the surplus of DEXCEL PRINT 20.22 with the wet rag in last stage. 

The use during several years of solvent products could weaken paintings. A preliminary test on a small painted surface makes it

possible to check the compatibility of DEXCEL PRINT 20.22 according to the state of painting.

This product is made and based on natural vegetable oil esters whose origins do not make it possible to specify a constant color. This one can vary

according to the places of production and the climatic conditions before harvesting. A difference in color even extremely important does not influence

at all product performance.

*
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