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DÉTERNET C 100
DETERGENT FOR PAINTED SURFACES

DESCRIPTION 

Our DETERNET range aims at fulfilling the need and responds
to the extreme case of cleaning in industrial environment.

It meets the most severe requirements in term of efficiency,
toxicity but also release. The plant managers will find
products able to respond to their whole needs, and able to
degrease, to clean and to wash most of the surfaces.

From the most sensitive plastic materials to the most polluted
grounds, there is always one DETERNET which can solve your
problems whether it is in production or in maintenance.

DETERNET C 100 is a special detergent for
highly polluted floors (painted or not). It can
be used in manual or mechanized cleaning.

WAY OF USE

DETERNET C 100 is used diluted in water.
Proportions recommended according to the
degree of stain: 
- little polluted surfaces: 0,2 to 0,5 liter of
DETERNET C 100 in 10 liter of water 
- high polluted surfaces: 0,5 to 1,5 liter of
DETERNET C 100 in 10 liter of water.
DETERNET C 100 can also be used with
concentrations of 20 % to 100 % (pure) in
water. dans l’eau de 20 % à 100 % (pur).

PRESENTATION
Article code : 101254 - 5 liter drum - by 4
Article code : 101340 - 30 kg keg
Article code : 101342 - 220 kg shaft
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The information appearing in this document is based on the current state of our knowledge relative to the product concerned
in all honesty. The characteristics indicated can in no way be construed as sales specifications. Besides, the users' attention is
drawn to the possible risks incurred when a product is used for purposes other than those for which it was designed. At the
same time, the customer undertakes to fully accept our general terms and conditions regarding supply contracts, and more
particularly the guarantee and the restrictive and no-liability clause. This document covers commercial and industrial secrets
which are the property of MMCC SA and thus, constituting an asset, shall not be disclosed to third parties under the French act
of July 11, 1979.
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DÉTERNET C 100
DETERGENT FOR PAINTED SURFACES

TYPICAL CHEMICAL AND PHYSICAL PROPERTIES

PROPERTIES TEST METHOD VALUE UNIT

Colour Visual Blue
Aspect Visual Clear
Perfume Olfactive Pine
Kinematic viscosity at 40°C NF T 60 100 2,2 mm²/s-1
Density at 25°C ISO 12 185 1 088 kg/m3

Refractive index ISO 5661 1,3680
pH at 5% NF EN 1262 12,3
Active ingredients content NF T 30 084 23,8 %
Surface tension at 5% (20°C) ISO 6295 30,0 mN/m
Foaming at low pressure (5 bars) non foaming
Foaming at high pressure (120 bars) slightly foaming
Ebullition point ASTM D 1078 106 °C
Freezing point ASTM D 97 -5 °C

ODP 0 %
Hydrocarbons content 0 %
Glycol ethers content 0 %
Heavy metals and metalloid elements content Spectro AA 0 ppm
Chlorine content GCMS 0 % mass
DCO 10 248 mg/l
MeST at 5% NF EN 872 <10 ppm

PRECAUTIONS OF USE

Do not use on parts or substrates with shiny aspect, made of light alloys, with concentrations higher than
5%.

Carry out a preliminary test on the surfaces covered with slightly reticulated paintings .


