
T E C H N I C A L D A T A S H E E T

BIOSANE T 216
DEGREASING SOLVENT, 
NON FLAMMABLE, NON EXPLOSIVE, ODOURLESS

DESCRIPTION 
BIOSANE T216 is a solvent recommended for high performance
degreasing, washing and drying operations.

It meets the highest requirements in terms of respect of health &
safety; and is environmentally safe.

Health, Safety and Environmental properties

�Non flammable : it may be used at room temperature or in vapour
phase (no risk of vapours ignition).

�Non explosive : never involved formation of an explosive atmosphere
(no ATEX risk).

�Non hazardous solvent : suppress the handling of toxic or harmful
products.

�No destruction of the ozone layer : does not contain and does not
free chlorine.

�High chemical stability : non-reactive even with oxygen.
�Excellent Thermal stability : no decomposition at room temperature

or at hot temperature.
�Odourless : does not cause inconvenient.

Specifications of use

�Excellent dielectric properties that permit an use on electrical and electronical devices.

�Compatibility with almost all materials, allowing cleaning of plastics, thermosetting, composite,
metallic or mineral surfaces.

�Fast evaporation for drying operation.

�Ability to dissolve perfluorinated oils and greases, that are non soluble in standard solvents.
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The information appearing in this document is based on the current state of our knowledge relative to the product concerned
in all honesty. The characteristics indicated can in no way be construed as sales specifications. Besides, the users' attention
is drawn to the possible risks incurred when a product is used for purposes other than those for which it was designed. At the
same time, the customer undertakes to fully accept our general terms and conditions regarding supply contracts, and more
particularly the guarantee and the restrictive and no-liability clause. This document covers commercial and industrial secrets
which are the property of MMCC SA and thus, constituting an asset, shall not be disclosed to third parties under the French
act of July 11, 1979.
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BIOSANE T 216
DEGREASING SOLVENT, 
NON FLAMMABLE, NON EXPLOSIVE, ODOURLESS

PHYSICAL AND CHEMICAL PROPERTIES

PROPERTY TEST / METHOD VALUE UNIT

Aspect Visual
Colour visual Colourless
Odour Odourless
Density at 25°C NF EN ISO 12 185 1687 kg/m3

Viscosity at 25°C ASTM D445 0.4 mm²/s
Surface tension at 20°C ISO 6295 12 mN/m
Flash point (closed cup) ISO 2719 none °C
Auto-ignition temperature ASTM E 659 none °C
Freezing point ASTM D 97 <-60 °C
Boiling temperature ISO 918 56-59 °C
Vapour pressure at 20°C NF M 07 007 300 mbar
KB index solving power AXSTM D 1133 36 index
Evaporation rate (DEE=1) DIN 53170 1
Evaporation speed NF T 30 301 25 Seconds
Residue after evaporation ASTM D 1209 0 mg/100ml
HFA content 0 %
HCFC content 0 %
Chlorine content GCMS 0 ppm
Bromine content GCMS 0 ppm

APPLICATIONS

Degreasing, washing, drying:

� In the high-tech industries (aeronautic, aerospace, electronic, optic, optoelectronic, medical
devices…) that wish to put in place perfectly safe and adapted to high rates processes.

�All industries wishing to replace all fast drying, toxic and harmful for the environment solvents.

BIOSANE T216 is particularly suitable to vapour degreasers operating with methylene chloride, tri
chloroethylene, hydrochlorofluorocarbons.

The use of BIOSANE T216 will be more advantageous if processes are realized in closed machine :
reduction of solvent losses by evaporation, and recycling possibility without need to regularly add
solvent.

PRESENTATION
Article code : 101802 - shaft of 300 Kg


